
Planner Lev L

220-240 V ~ 50 Hz

Retarder-proovers cabinet

Via del Lavoro, 9 31033 Castelfranco Veneto (TV)

Tel. +39 0423.738452 email: info@castelmac.it www.tecnomac.eu
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PERFORMANCE

TEMPERATURE RANGE -10°C / +40°C

CAPABILITIES 25 trays 600x400mm

PASTRY PANS 25

STEP PASTRY GUIDES 50 mm

CHECK

FEATURES

• High energy saving

• State-of-the-art electronic fans

• Energy-efficient fans

• Electronically controlled proportional humidifier

• Easy-to-use, high-definition 7'' full touch display

• Bi-directional 4.0 connectivity

• USB port for recipe downloads, firmware upgrades, recipe uploads/downloads, HACCP downloads.

• Ethernet connection

• Storable recipes

• Multilingual It-en-fr-es-de-dk-cz-fi
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DIMENSIONS

Width 810 mm [31.89 in]

Depth 1108 mm [43.62 in]

Height 2190-2240 mm [NaN in]

Weight 217 kg [478.49 lb]

Foot height 130-180 mm [5.12-7.09 in]

castors height 155 mm [6.1 in]

Door light width 1 675 mm [26.57 in]

Door light height 1 1540 mm [60.63 in]

Packaging width 860 mm [33.86 in]

Packing depth 1160 mm [45.67 in]

Packaging height 2300 mm [90.55 in]

Packing weight 232 kg [511.56 lb]

Packing volume 2.29 m³ [606.13 glus]

TECHNICAL DATA

Temperature range -10°C / +40°C

Insulation thickness 70 mm [2.76in]

Number of rooms 1

Door type Blind

Number of doors 1

Condensation type Air

Plant type Motor on board

Plant type Ventilated

Compressor type Hermetic

Refrigerant gas R452A

GWP refrigerant gas 2141

Water inlet connection 3/4 NTPf

Sound power < 70 dbA

Defrost type Hot gas

Defrost water evaporation Automatic

CAPABILITIES

EN pans 25

Step guides EN 50 mm

SECONDARY ELECTRICAL DATA

Power cable 3G 1,5 mm²

Power plug CE-Schuko
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